
*1 Road shall be plowed with a turn-around area located past the junction of the 2220460. 

*2 Upon completion of work activities or periods of non-use exceeding 3 days, a snow berm shall be placed across the entrance of the 

2220460 road to prevent public access during period of winter thaw. 
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ROAD MAINTENANCE REQUIREMENTS SPECIFICATION TABLE PURSUANT TO  

CT5.31# - ROAD MAINTENANCE REQUIREMENTS  (7/01) 

 

1 2 3 4 5 6 7 8 9 

 Special    Dust   Post 

Road No. Project Travel Way Brushing  Abatement Seasonal  Haul 

and Specifi-  X  And   Applic  Mainte- Snow   

Termini cation Width Slope Comp Log Out Surfacing Product Rate Width nance Removal Block Treat 

2220 T-803F 
T-854F 

EX AI   
D 

 
 

 *1 JU  P 

2220460 
T-803F 
T-854F 

EX AI   
D 

 
 

 *2 TS  P 

2230 
T-803F 
T-854F 

EX AI   
D 

 
 

  TS  P 

2230020 T-803F 
T-854F 

EX AI   
D 

 
 

  TS  P 

2230021 
T-803F 
T-854F 

EX AI   
D 

 
 

  TS  P 

2230022 
T-803F 
T-854F 

EX AI   
D 

 
 

  TS  P 

2230023 T-803F 
T-854F 
 

EX AI   

D 

 

 

  TS  P 

              

              

              

 


